
SPR

Technical Specification

Sweeper with polypropylene bristles for cleaning 
and collecting dust and to scrape off mud at job sites 
with lower blade.
Collection bucket with HARDOX wear bands under 
the bucket and bolted/reversible lower blade made 
by anti wear steel.

Front and side protection of broom with rubber 
bands.
Gravity or pressure (on request) sprinkler with 100 
liters water tank.
Transmission with chain and pinion.

Sweeper with  
collection bucket
for Loaders/Backhoe Loaders/
Telescopic handlers



Via E. Mattei, 4 - 48012 Bagnacavallo RA - Italy
tel + 39 0545 62712 fax +39 0545 62140
info@gfgordini.com - www.gfgordini.com
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ACCESSORIES FOR OPERATING MACHINES

Sweeper with collection bucket

MODEL SPR 220 SPR 240

Technical specification um

Working width mm 2200 2400

Overall width mm 2340 2570

Oil flow, min-max lt/min 70-100 90-130

Oil pressure, min-max bar 190-240 200-280

Weight standard configuration kg 730 850

Broom material replaceable polypropylene discs

Broom ring Ø mm 650 x n. 55 650 x n. 61

Best broom speed rpm 120

Collection bucket capacity lt 780 850

ton 5,8-8,0 7,5-12,0

ton 7,0-9,0 8,0-10,0

ton 5,5-8,0 7,5-12,0

 Overall size 
in standard configuration

A cm
B cm
C cm

233
78
153

253
78
153


